DC-TYPE SCREWDRIVERS(FOR SKP-C32HL ONLY)

SKD-C2000/5000/7000/8000 Series

SKD-C2000L
SKD-C2200L
SKD-C2300L

SKD-C5200L
SKD-C5300L
SKD-C5300LF

¥

Specifications

SKD-C5200P
SKD-C5300P
SKD-C5300PF

SKD-C2000L SKD-C2200L SKD-C2300L  SKD-C5200L/P  SKD-C5300L/P  SKD-C5300LF/PF
L q=A]= L =3
0.2~35 0.5~7 1~10 e 3~16 sl
L 0.89~10.44 LF 0.88~6.90
0.18~3.01 0.44~6.10 0.89~8.67 e 2.57~13.89 T
(L (n31=4] 9liE) LF 0.1~0.78
0.02~0.34 0.05~0.69 0.1~0.98 — 0.29~1.57 —
Speifcations 1000 1000 700 1000 1000 2000
Speed
(cpm10% 700 700 500 700 700 -~
D — 1.0~2.3 1.4~26 1.6~3.0 1.6~3.0 23-35 1.6~3.0
(mm) | Tapping Screw 1.0~2.0 14~23 1.6~26 16~26 2.3~35 16~2.6
Weight(g) 270 270 270 480 480 480
Length(mm) LC/213  LB/222 230 230 230
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SKD-C7000L SKD-C7000P SKD-C8300L SKD-C8300P
SKD-C7200L SKD-C7200P SKD-C8400L SKD-C8400P
SKD-C7800L SKD-C7800P SKD-C8500L SKD-C8500P
SKD-C7800LF SKD-C7800PF /" SKD-C8300LF SKD-C8300PF
Specifications
TSI skDC7000LP  SKD-C7200LP  SKD-C7800L/P SKD-CTBOOLFIPF SKD-CB300LIP SKD-CB30OLFIPF SKD-C8400L/P  SKD-CBS00LIP
5~18 7~24 8~30 2-10 6~22 5~12 10~30 16~45
Torque 434-1558  6.11~208  6.9-2602  177-867  522~1912  434-1044  867-2602  13.0~39.02
049~176  069~235 078~294  02~098  059~216  049~118  098~294  147~441
cifcalc 1000 750 530 2000 1000 2000 750 530
(rpm) 700 520 350 — 700 — 520 350
] 20-35 2.6~4.0 3.0~5.0 2.0~3.0 2.6~4.0 2.3~35 3.0~5.0 4.0~6.0
(mm) [ Tapping Scren [EPXOERY 2.6~3.5 3.0~4.0 20~26 26~35 2.0~3.0 3.0~45 3.0~5.0
Weight(g) 600 600 600 600 700 700 700 700
260 260 260 260 269

SCREW COUNTER(KCT-01)

The number of untightened screws,
which are not tightened yet, can be
counted and displayed on the screw
counter. If the screw tightening process
stopped during working, the buzzer will
> sound automatically to warn the users.
This is applied to AC Type Full-Auto
Electric Screwdrivers.

KILEWS JAPAN CD

Specifications

KCT-01
Screwdrivers 1
The number of 1~99

LO TIME 0.0~2. Sec
HI TIME 0.0~9.0 Sec
LCBA
80(H)X75(W) X13(D)/24g

Setting counts
Time setup

Function
Size
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