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TEMPERATURE-CONTROLLED SOLDERING IRONS

Large tip for high
thermal-storage effect.

HIGH HEAT VOLUME
TEMP-CONTROLLED SOLDERING IRON

PX-401

&

Temperature Setting Screw

Power Lamp

Wide-range iron with temperature
adjuster.

TEMPERATURE-CONTROLLED
SOLDERING IRON

PX-201

Temperature
Setting Screw

Heat Insulation Cap for
Quick Storage Included.

Power Lamp
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TEMPERATURE ADJUSTABLE ACCURATE TEMPERATURE CONTROL TEMPERATURE ADJUSTABLE ACCURATE TEMPERATURE CONTROL
300-480°C Ceramic heater with internal sensor 250-450°C Ceramic heater with internal sensor
ERGONOMIC GRIP HIGH THERMAL-STORAGE EFFECT ERGONOMIC GRIP HEAT-RESISTANT CAP
Prevents fatigue Easy soldering of large parts Prevents fatigue For quick storage after use
SPECIFICATIONS | SPECIFICATIONS
Model PX-401 Model PX-201

Voltage 110-120V, 220-240V AC 50/60Hz Voltage 110-120V, 220-240V AC 50/60Hz
Power Consumption 70W Power Consumption 70W
Temperature Setting Range 300-480°C Temperature Setting Range 250-450°C
Ripple temperature +5°C (unloaded) Ripple temperature +5°C (unloaded)
Insulation Resistance Over 100M<2 (500V DC) Insulation Resistance Over 100MQ (500V DC)
Heater Ceramic Heater Heater Ceramic Heater
Power Cord Length 1.5m Power Cord Length 1.5m
Length 215mm Length 210mm
Weight 929 Weight 90g
Accessories Soldering Iron Tip (PX-40RT-5C) Accessories Soldering Iron Tip (PX-2RT-SB)

*The length does not include the cord bushing. The weight does not include the cord.

| REPLACEMENT TIPS

*The length does not include the cord bushing. The weight does not include the cord.

Replacement tips are interchange able with PX-3 series. Refer to next page.

PX40RT-B PX-40RT-2C PX'4°R3C REPLACEMENT PARTS / OPTIONS
o
R0.6 .20 % 20, 3 20, 3 Heater Heater Barrel
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REPLACEMENT PARTS / OPTIONS
Heater Collar
PX-20H CXR-80NUT
Washer Recommended Stand
CXR-80WS ST-27
Collar Washer Tip Heater Collar Heater Barrel

Spacer
Tip

Heater




The heater is automatically
controlled.

FIXED-TEMPERATURE SOLDERING IRONS

PX-335/PX-338/PX-342

Power Lamp
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REPLACEMENT TIPS

PX-2RT-SB PX-2RT-B PX-2RT-BC
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POWER LAMP LEAD-FREE APPLICABLE o ° IEﬂ o 1. 15 . 518
Easy heater-on check High-power ceramic heater § ﬁ c?’/’q@: @&/@:
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AUTOMATIC HEAT CONTROL COMFORTABLE SOLDERING ©
According to the heating load of the tip Improved grip design PX-2RT-2.4D
COOLER GRIP
Thermal insulation & rubber grip
PX-2RT-4D PX-2RT-5D PX-2RT-5K
.
SPECIFICATIONS | I iﬁ: R 2§ BT
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Model PX-335 |PX-338 |PX-342 3 & SJEE: |3
Voltage 110-120V, 220-240V AC 50/60Hz PX-2RT-8S PX-2RT-6E
Power 110-120V model 90-130W 12 3 135 o 4 16 37
Consumption [220-240V model | 85-120W 75-110W %5/ *& @“/ E— @g
Temperature Setting Range 350°C 380°C \ 420°C — TR
Ripple temperature +5°C (unloaded)
Insulation Resistance Over 100M<2 (500V DC)
Heater Ceramic Heater
Power Cord Length 1.5m
Length 220mm
Weight 709 Round solder-plated tip |
Accessories Soldering Iron Tip (PX-2RT-B) PX-2RT-2CR PX-2RT-3CR

*The length does not include the cord bushing. The weight does not include the cord.

REPLACEMENT PARTS / OPTIONS

Heater Spacer
PX-20H TQ-77SS
Heater Barrel Collar
PX-3HP PX3-NUT
Recommended Stand

ST-27
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y PX-2RT-4CR PX-2RT-5CR

Round solder-plated type
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Collar

Heater Barrel

Spacer
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Heater
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