The heater is automatically
controlled.

FIXED-TEMPERATURE SOLDERING IRONS

PX-335/PX-338/PX-342
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REPLACEMENT TIPS
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POWER LAMP LEAD-FREE APPLICABLE o ° IEﬂ o 1. 15 . 518
Easy heater-on check High-power ceramic heater § ﬁ c?’/’q@: @&/@:
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AUTOMATIC HEAT CONTROL COMFORTABLE SOLDERING ©
According to the heating load of the tip Improved grip design PX-2RT-2.4D
COOLER GRIP
Thermal insulation & rubber grip
PX-2RT-4D PX-2RT-5D PX-2RT-5K
.
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Model PX-335 |PX-338 |PX-342 3 & SJEE: |3
Voltage 110-120V, 220-240V AC 50/60Hz PX-2RT-8S PX-2RT-6E
Power 110-120V model 90-130W 12 3 135 o 4 16 37
Consumption [220-240V model | 85-120W 75-110W %5/ *& @“/ E— @g
Temperature Setting Range 350°C 380°C \ 420°C — TR
Ripple temperature +5°C (unloaded)
Insulation Resistance Over 100M<2 (500V DC)
Heater Ceramic Heater
Power Cord Length 1.5m
Length 220mm
Weight 709 Round solder-plated tip |
Accessories Soldering Iron Tip (PX-2RT-B) PX-2RT-2CR PX-2RT-3CR

*The length does not include the cord bushing. The weight does not include the cord.

REPLACEMENT PARTS / OPTIONS

Heater Spacer
PX-20H TQ-77SS
Heater Barrel Collar
PX-3HP PX3-NUT
Recommended Stand
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Round solder-plated type

16

§idil | g

Collar

Heater Barrel

Spacer
=0

Heater

29

(TI0YINOD-JUNIVYdWAL




