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lSimple functions and design. lVacuum pick-up 

function is available by connecting the optional XVP-10.

Nozzle holder included

Nozzles sold separately.
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Model XHP-110

Voltage 110–120V, 220–240V AC 50/60Hz

Power Consumption 170–210W

Power Cord Length 1.2m

Temperature Setting Range 200−420˚C

Air flow Volume 0.5–4.5l /min.

Max. Vacuum Pressure -0.018MPa (-130mmHg)

Insulation Resistance  Over 100M  ( 500V DC)

Accessory Nozzle holder, Iron holder, Nozzle XNH-20

Input Voltage 110–120V, 220–240V AC 50/60Hz

Dimensions 107(W) × 177(H) X 227(D)mm

Weight Approx. 3.6kg ( w/o cord )

Voltage / Power Consumption 110–120V, 220–240V AC /158W

Cord length  1m : between Handpiece and Control Unit

Length 225mm（with XNH-20 w/o cord)

Weight Approx. 41g ( w/o cord )

Station Unit

Soldering Unit

XU-1SXU-1

BOARD HOLDERS

PREHEATERSHOT-AIR REWORK STATIONS

HANDPIECE HOLDERS

XK-1

Vacuum pickup

XVP-10

 REPLACEMENT PARTS / OPTIONS

NOZZLE

SPECIFICATIONS
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Standard

Easy-to-use light grip, easy reworking 
with hot-air control.
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